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Copyright
© BIXOLON Co., Ltd. All rights reserved.

This user manual and all property of the product are protected under copyright law.

It is strictly prohibited to copy, store, and transmit the whole or any part of the manual
and any property of the product without the prior written approval of BIXOLON Co.,
Ltd.

The information contained herein is designed only for use with this BIXOLON product.
BIXOLON is not responsible for any direct or indirect damages, arising from or

related to use of this information.

* The BIXOLON logo is the registered trademark of BIXOLON Co., Ltd.
* All other brand or product names are trademarks of their respective companies or
organizations.

BIXOLON Co., Ltd. maintains ongoing efforts to enhance and upgrade the functions
and quality of all our products.

In the following, product specifications and/or user manual content may be changed
without prior notice.

Caution

Some semiconductor devices are easily damaged by static electricity. You should turn
the printer “OFF”, before you connect or remove the cables on the rear side, in order to
guard the printer against the static electricity. If the printer is damaged by the static
electricity, you should turn the printer “OFF".
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Introduction

This manual provides information on the BIXOLON Java POS driver as well as on the
usage POS printer products offered by BIXOLON.

The following are terms contained in this manual.

- JDK: Java Development Kit

- JRE: Java Runtime Environment

- Java POS: Java Point of Sale

- JCL Utility: Java POS Configuration Loader Utility

[Reference Websites]

http://www.javapos.com: Java POS committee website
http://java.com: Official Java website
http://www.bixolon.com: BIXOLON printers website
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1. Usage Environment

1-1 Features

Using standard API functions, the POS System can be developed more quickly and easily,
and applications can be developed independently from the operating system.

1-2 Supported Operating Systems

- Windows Server 2008(32/64bit)
- Windows Server 2008 R2

- Windows Server 2012

- Windows Server 2012 R2

- Windows Server 2016

- Windows Server 2019

- Windows 7 (32/64bit)

- Windows 8 (32/64bit)

- Windows 8.1 (32/64bit)

- Windows 10 (32/64bit)

- OpenSUSE 11.3 (kernel 2.6.34) 32/64bit

- Red Hat Enterprise Linux 7.3 (kernel 3.10.0-514) 64bit

- CentOS 6.6 (kernel 2.6.32-504) 32/64bit

- CentOS 7.0 (kernel 3.10.0-123) 64bit

- SUSE Linux Enterprise Desktop 12.0 (kernel 3.12.28-4.6) 64bit
1-3 Java Environment

- JRE (Java Runtime Environment) 32bit Version 1.5 or higher

Ver. 4.17 -5 -
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1-4 Supported Interface

1) POS Printer

Model S U E B w
STP-103III @) @) X X X
SRP-275 [/ SRP-275II /| SRP-275I11 @) @) @) X X
SRP-330 / SRP-330II / SRP-3321I
SRP-330I1II / SRP-332I11 0 @) @) X X
SRP-E300 / SRP-E302
SRP-340II / SRP-3421I @) @) @) X X

SRP-350 / SRP-350II / SRP-350III / SRP-3521II
SRP-350V / SRP-352V
SRP-350plus / SRP-352plus @) O O X X
SRP-350plusll / SRP-352plusII
SRP-B300 / SRP-S200
SRP-350pluslIl / SRP-352pluslil
SRP-350plusV / SRP-352plusV
SRP-380 / SRP-382 / SRP-383
SRP-F310II / SRP-F312II @ @) @) @) @
SRP-F313II / SRP-S300
SRP-Q200 / SRP-S320
SRP-380II / SRP-382I1

SRP-F310 / SRP-F312 / SRP-S3000 0 0] O X @)
SRP-Q300 / SRP-Q302 X 0] 0] 0] O
SRP-QE300 / SRP-QE302 X 0] 0] X X
SPP-R200 0] 0] X 0] X
SPP-R200II / SPP-R200III
SPP-R300 / SPP-R310 0 O X O 0
SPP-R400 / SPP-R410
SPP-R210 / SPP-R220 X 0] X 0] O
SPP-C200 / SPP-C300 X O X @) X
G30 @) @) @) @) @)
* S: Serial, U: USB, E: Ethernet, B: Bluetooth, W: Wireless LAN
2) MSR (Magnetic Stripe Reader)
Model S U E B w
SPP-R200_MSR 0] 0] X O X
SPP-R200II_MSR / SPP-R200III_MSR 0] 0] X 0] 0]
SPP-R210_MSR / SPP-R220_MSR X 0] X 0] 0]
SPP-R300_MSR / SPP-R310_MSR 0 0 X 0 0

SPP-R400_MSR
* S: Serial, U: USB, E: Ethernet, B: Bluetooth, W: Wireless LAN
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3) Line Display
Model Serial USB
BCD-2000 O O
BCD-3000 X O
o BCD-2000/3000 are supported by USB interface, but it's
Connected via Virtual COM port.

4) Label Printer
Model S
SLP-TX400 / SLP-TX403
SLP-TX220 / SLP-TX223
SLP-TX420 / SLP-TX423
SLP-DX220 / SLP-DX223 © © © © ©
SLP-DX420 / SLP-DX423
SLP-DL410 / SLP-DL413
XT5-40 [/ XT5-43 [ XT5-46
XD5-40d / XD5-43d
XD5-40t / XD5-43t
XL5-40CT / XL5-43CT O O O O O
XM7-40 [ XM7-20

XT3-40 [ XT3-43
SRP-S3000_LABEL O o) )
SPP-L310 / SPP-L410 0 0 X 0

SPP-L3000 / XM7-30
* S: Serial, U: USB, E: Ethernet, B: Bluetooth, W: Wireless LAN

0 A cradle is required to use the Ethernet interface on the
XM7-40/20. (optional)

Ver. 4.17
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2. Installation - Windows OS

The BIXOLON Java POS driver includes the Java POS Device Control, Java POS Device
Service, JCL (Java Configuration Loader) Utility, manual, test program, sample source,
etc.

2-1 Java POS Driver Installation

1) Java Installation
Download the 1.5 or higher version of the Java.
http://java.sun.com/javase/downloads/index.jsp

2) “Welcome” dialog is displayed.

=

rﬁ! Setup - BIXOLON JavaPOS e e

Welcome to the BIXOLON
JavaPOS Setup Wizard

This will install V2.%. % on your computer,

Itis recommended that you dose all other applications befare
continuing.

Click Mext to continue, or Cancel to exit Setup.

Ver. 4.17 -8 -
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3) Select the installation folder.

The default folder: “C:\BIXOLON\JavaPOS\"

Java POS Driver

i setup - V250

Select Destination Location
Where should BIXOLOM JavaPOs be installed?

i Setup will install BIXOLOM JavaPOs into the following folder,

To continue, dick Mext, If you would like to select a different folder, dick Browse,

SWBIXOLON Y IavaP0s

At least 24, 1 MB of free disk space is required.

Browse...

Mext = ] [ Cancel

4) Ready to Install.

i setup - V25.0

Ready to Install
Setup is now ready to begin installing BIXOLOM JavaPOSs on your computer,

change any settings.

Destination location:
CrWBINOLON YW avaPOs

Click Install to continue with the installation, or dick Badk if you want to review or

< Back ][ Install

] [ Cancel

Ver. 4.17
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2-2 IDK & JRE installation

1) JDK & JRE Installation
Download the 1.5 or higher version of the JDK for Windows 32bit from
http://java.sun.com/javase/downloads/index.jsp

2) Run “jdk-XXX-windows-i586-X.exe"” and install the JDK.

o The JRE is installed automatically during JDK installation and
thus, no separate JRE installation is required.

Ver. 4.17 - 10 -
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2-3 Java communication files installation

1) Run “Comminstaller.exe” file on installation path.
o Run as administrator.

2) Check the JRE (Java Runtime Environment) location.

( )

& Bixolon Communication Installer

JRE Location:  [CiProgram Files pa6pJavalrel 5.0_22-. [w| | . |
CAProgram Files (xBENJavaijrel 5.0_22-install
| CARrogram Files aanlavaljred :l

CAProgram Files eaENJavaljre?
Create Script fon :...-;..%1 | (x85) J | reorrmstall

* JRE location will be displayed. In case of various JRE installation,

o select one of the JRE location in Combo-box as above image.
* Unless JRE location does display in Combo Box, Click “Change
install location” button. Then assign the correct JRE location.

3) Click “Run Install” button.

4) As soon as installation is complete, "Installation is completed" dialog message will

be displayed.

Information l&

':0:' Installation is completed.
0K |

In case that "Installation is failed" message will be popped up,

installation doesn't complete correctly.
Java POS driver cannot be worked properly.

5) 1 file below will be installed in a folder which includes CommlInstaller.exe file.
- bixolon-jclutility.bat: batch file for running Java POS Configuration Loader

Ver. 4.17 - 11 -
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2-4 Troubleshooting, when Comm Installer does not work

1) If the JRE/)DK installation information cannot be found, following message is
displayed and, Comm installer fails to run.

This application requires a Java Runtime Environment 1.5.0

2) Execute "Comminstaller-cmd.bat" file that exists in the installation folder and type
JRE/JDK installation path in as shown in below picture.

-

B Ch\Windows\system32\cmd.exe | = | (=] |ﬁ]

Pleaze Enter your java location Cex. Cinjre? @ GC:ixMudRE_

3) When the installation is completed, "Installation is Completed" appears and
following one file is created in the installation folder.
- bixolon-jclutility.bat: batch file for running Java POS Configuration Loader

Ver. 4.17 -12 -
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2-5 Environment Variables configuration
1) Select Start -> Settings -> Control Panel -> System.

* You can use bixolon-jclutility.Bat and bixolon-testprogram.Bat
In BIXOLON Java POS Driver without the setting of the
0 environment variables.
+ System may not appear if using Windows XP. In such cases,
click “Switch to Classic View"” at the top left of the Control Panel,
and the System icon should appear.

2) In the Advanced tab, click the “Environment Variables” button.

3) Add the following content in the path value of both the user environment variables
and the system environment variables.
To Be Added: <JRE Location on Comm Installer>\bin
Ex) C:\Program Files\Java\jre1.6.0\bin

4) Reboot the computer.

5) Select Start -> Programs -> Accessories -> Command Prompt.

6) Enter “java -version” in the command prompt window.

7) If the following appears, installation has been completed successfully.

e CUWWINDOWSWsystem32Wemd. exe

C:{Documents and SettingsWcoolsl>java —version

java version "i.6.60_681"

Java(TM> SE Runtime Environment C(huild 1.6.60_81-h86>

Java HotSpot(TM> Client UM <(huild 1.6.8_81-hB6t, mixed mode, sharing)

C:WDocuments and SettingsWWcools?

Ver. 4.17 - 13 -



Java POS Driver

3. Installation - Linux OS

The BIXOLON Java POS driver includes the Java POS Device Control, Java POS Device

Service, JCL (Java Configuration Loader) Utility, manual, test program, sample source,
etc.

3-1 Java installation

Referring below link, install JAVA.
https://java.com/en/download/help/linux_install.xml

3-2 Java POS driver installation

1) Copy the Java POS driver file (.tgz) to the installation path.
>> cp Software_BIXOLON_JavaPOS_Setup_EN_Vx.x.x.tgz /opt/bixolon/javapos

2) Move to the installation path.
>> cd [opt/bixolon/javapos

3) Unzip JavaPOS driver file(.tgz).
>> tar -xvf Software_BIXOLON_JavaPOS_Setup_EN_Vx.x.x.tgz

* Following example installs the driver at /opt/bixolon/javapos
0 « If the installation path is different, only change the installation
path.
* The exemplified path requires root authority

Ver. 4.17 - 14 -
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3-3 Java POS Communication Files installation

1) If x-windows is accessible
>> .[comminstaller-ui.sh

BIXOLON Communication Installer

|lava Location w0 54bit Java

|usr/libfjvm/java-1.7.0-openjdk-1.7.0.75-2.5.4.2.el7 0. [w| | .. |
| |

Run install

The currently configured java path is displayed.

If a different Java version is needed to be installed or a different path for Java installation
is required, set it to another java via the 'update-alternatives' command and then run
comm installer again.

>> update-alternatives -config java

2) If x-windows is not executed

>> .[comminstaller-cmd.sh

When the following message appears, enter the path to java installed on your PC.
Enter your java location: /usr/lib/jvm/jre6 (Example)

3) If x-windows is available to run, yet comminstaller-ui does not run
Comminstaller-ui might fail to run, if the java information is not found.
Please refer to “2) If x-windows is not executed” enter an appropriate Java installation
path.

4) When the communication file installation is completed, two files are created.
- bixolon-jclutility.sh: Java POS Configuration utility executing file
- bixolon-testprogram.sh: Java POS Test program executing file

* When setting the class path of the jar file in the program, refer to the path of class
path set in bixolon-testprogram.sh file.

* Above procedure requires root authority

o « If root authority is not be obtained, communication module files
required for Java POS cannot be installed.

Ver. 4.17 - 15 -
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4, Java POS Configuration Utility Setting

Double click “bixolon-jclutility.bat”. The Java POS Configuration Utility begins.

p
£ BIXOLON JavaPQS Configuration Utility

o ] ()

File Advanced

Add Device

Add CashDrawer

Remowve Device

Modify Device

Check Health

Exit

Fegistered Device List in jpos.xml
1 Device

[y POSPrinter

|j| CashDrawer

RLES

Device Description

Device Hame :
LDM:
Using Port :

4-1 POS Printer Registration

1) Click “Add Device” button and select ‘POS Printer’ in Device Category.

Ver. 4.17

-
Select Device

2]

Device Catgory  |POSPrinter

|~

Available device list

SRP-275
SRP-275l
SRP-2750
SRP-330
SRP-350
SRP-3501
SRP-35011
SRP-350plus
SRP-350plusi
SRP-350plusil
SRP-3521
SRP-352plus

1]

Select Close

- 16 -



Java POS Driver

2) Click the “Select” button after choosing one of the available device lists.

®

Certain models are classified according to CPL settings.

For example, "SRP-B300" model is distinguished from
"SRP-B300(42CPL)", and appropriate model should be selected and
registered depending on theprinter's CPL settings.

* CPL (Characters Per Line): Number of characters that can be

printed on a line.

-

Device Configuration

=2

Device Hame
SRP-352plusll

Logical Device Hame({LDHN)
\SRP-352pluslll |

i Serial ' Bluetooth ) USB ) Ethernet ) WirelessLAN

PortName  [COM1 |+

Baud Rate 115200 |~ | Output Buffer 4095

Parity

sopens [ |v]

Flow Control  |[Hardware |+ | Check Health
Advanced Save Close

L

3) Set the communication environment of the connected printer and click “Save”

button.

4) To apply the dithering or grayscale printing when you want to print the image,
please select the following Advanced dialog.

0

Ver. 4.17

Advanced

=

Image Processing

® None ' Mono Dithering i) Grayscale

Save Close

* The image processing options can only be applied to "Print Bitmap"

function.

* Grayscale printing is only supported model.

- 17 -
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5) Click “Check Health” to see if the printer operates properly.

POSPrinter Check Health - Interactive @
Primt FPower State . 2001
[ | Caver Open [ ] Paper Empty
- Print Result-
[ | Paper MearEnd
SericeDescription : EBIEOLOMN JawvaP0S Service,
CopyRight (c) BEXOLOM.
ServiceVersion: BEHOLOMN Device
DeviceDescription:  1.13.0
DeviceMame . -
Close

Ver. 4.17 - 18 -
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Java POS Driver

1) Click “Add Device” button and select ‘MSR’ in Device Category.

-

Select Device

2]

Device Catoory

MSR | -

SPP-R200_MSR
SPP-R2000_MSH
SPP-R210_MSR
SPP-R300_MSH
SPP-R400_MSH

POSPrinter
Auailable dewice Iis|M5R

Select

Close

2) Click the “Select” button after choosing one of the available device lists.

-

Device Configuration

=

Device Hame

SPP-R2001_MSR

Logical Device Hame{LDN)
\SPP-R20DI_MSR |

Port Hame

Bit Length
Parity
Stop Bit(s)

Advanced

i® Serial ) Bluetooth ) USB

=]

=)
IE
KiKl

Baud Rate 115200

il

Flow Control |Hardware

i Ethernet ) WirelessLAN

Output Buffer (8192

Check Health

Save Close

3) The communication environment of the connected device and click “Save” button.

Ver. 4.17
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4) Click “Check Health"” to see if the device operates properly.

MSR Check Health - Interactive

S50

Ready to input msr data.

Track1 data |

Track2 data |

Track3 data |

Close

L

5) Click the “Advance” button for setting MSR Data Encryption mode, Sentinel

Character Auto-check mode.

[ MER advanced [ﬂ1
Sentinel characters auto-check @ Enable O Disable
Encryptta msr data [ |
) Mone {_) Static 2 Dynamic
Default Save Close

MSR data can be recognized when MSR advanced setting
option is same as printer actual setting.
If not MSR data can not be recognized.

Ver. 4.17
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4-3 Cash Drawer Registration

1) Click “Add Cash Drawer” button.

Java POS Driver

-

b

CashDrawer Configuration

=)

Device Hame Logical Device Hame{LDN)
SRPCOWY \SRPCOVY |

Linked Printer ~Pin Humhber Setting
SRP-F3121l |~ @PiN2 (O Pin5
Printer Port type
Ethernat ~Pin Level Setting

i Low i® High
Pulse On Time 400
Pulse Off Time 100

Check Health
OK Cancel

2) Select the Printer which works with Cash Drawer in ‘Linked Printer’ Combo-Box and
set the Pin Number and Pin Level.

3) Save the settings by “OK” button click or check if communication status through
the Cash Drawer is normal by “Check Health” button.

Ver. 4.17

CheckHealth - SRPCDW

S50

Open Drawer

Success Open Drawer |

Power State: [Online

Drawer Open

Close

-21 -
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4-4 Line Display Registration

1) After selecting “Add Device” button on the main screen, select “Line Display”

in Device Category.

Select Device @
Device Catgory  |LINEDisplay v
POSPrinter
Available device lIqpSR
BCD-2000 LineDisplay
BCD-2000K
BCD-3000
Select Close

2) Select a device to add in Available Device List and click “Select” button.

3) In case of connection by using a USB cable, it is necessary to install VCOM
(Virtual COM) Driver. In case of connection by using a serial cable, select No

(Only Windows OS supported).

Ver. 4.17

-

=)

Message
5y If you use USE cahle, you have to install VCom Driver for LineDisplay.
Do you want to install WCom Driver?
Yes Ho
- 22 -
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4) When Yes is selected, the following window is popped up. Select “Install Drivers”
and click “Next” button.

BCD Virtual COM Driver Installer

* What would you like to do?

@ Install drivers ") Remaove drivers

« Back Mext = Close

Copyright (C) BIXOLOM Co., Ltd, All rights reserved.,

5) Select the name of a connected device and click “Next” button to start installation.

BCD Virtual COM Driver Installer
* Select Model
[1BCD-1100
BCD-2000
[]BCD-3000
< Back Mext = Close
Copyright (C) BIXOLOM Co., Ltd, All rights reserved.,

Ver. 4.17 - 23 -
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6) When the following window is popped up, select “Install” to proceed.

[>7] Windows Security @

Would you like to install this device software?

Mame: COM Driver Package - Bus/D2X Driver
M Publisher; BLXOLOM Co., Ltd

[ Ahways trust software from "BIXOLOMN Co.,Ltd". Install ] [ Don'tlnstall |

'@' You should only install driver software from publishers you trust. How can [ decide
which device software is safe to install?

7) When installation completes, the following window is popped up. Select “OK” button
and turn off the power and then on again.

r B
Install Successful @

Iﬁl The drivers were successfully installed on this computer.
L

Please turn-off the device and then turn-on again

8) Select “Close” button on VCOM Driver installation screen to complete installation.

BCD Virtual COM Driver Instal

* What would you like to do?

@ Install drivers ) Remaove drivers

« Back Mext = ‘ | Close

Copyright (C) BIXOLON Co., Ltd. Al rights reserved.
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9) Check COM port number assigned in Control Panel - Device Manager.

-
i Device Manager E@g

-
File Action View Help

&= | =B HE & %S

- B Display adapters *
[ ey DVD/CD-ROM drives

s Et}". Human Interface Devices

s g IDE ATASATAPI controllers
s 2 Keyboards

b --ﬂ Mice and other pointing devices
- Monitors

b ¥ Metwork adapters

273 Ports (COM & LPT)

m

10) Set communication environment and setting value of the connected device
on the device setting screen and select “Save” button.

-
Device Configuration ﬁ

Device Mame Logical Device Mame(LDiM

BCD-2000 [ECD-2000 |

-

i Serial 0 Bluetooth 3 USE 0 Ethernet O WirelessLAM

Fort Mame |C0|'u'|? |v|
Baud Rate 9600 \v | Output Bufier 8192
BitLength |8 |
Parity |Hune |v|
Stop Bit(s) |1 |v|
Flow Contraol |Hardware |v| Check Health

Save Close

Ver. 4.17 - 25 -
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11) Select “Check Health” button and check if communication with Line Display is
normally conducted.

Ver. 4.17

-

Line Display Check Health - Interactive

S

BIAOLOMN LineDisplay
CheckHealth test

Test

Zlose
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4-5 Label Printer Registration

1) Click “Add Device” button and select ‘Label Printer’ in Device Category.

Select Device [ﬁ

Device Catgory | LabelPrinter |~

Available device list
SLP-DL410 -

SLP-DL413
SLP-DX220
SLP-DX223
SLP-DX420
SLP-DX423
SLP-TX220
SLP-TX223
SLP-TX400
SLP-TX403
SLP-TX420
SLP-TX423

1]

Select Close

2) Click the “Select” button after choosing one of the available device lists.

3) Set the communication environment of the connected printer and click “Save”
button.

Device Mame Logical Device Bame{LDk)

SLP-Di4 20 |SLP-Di420 |

i Serial 0 Bluetooth O USE O Ethernet O WirelessLARN

PortName  [COM1 |~

Baud Rate |1152m] |v| Output Buffer 2192

BitLength |8 |~

P arity |Nune | - |

Stop Bit(s) |1 v |

Flowe Contral |Hardware | - | Check Health
Advanced Save Close
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4) To apply the dithering or grayscale printing when you want to print the image,
please select the following Advanced dialog.

f'gw -

Print Mode : |Direct thermal | | Offset adjust ; I]E {-100 ~ 100}
Media Type : |5mart Calibrati... | - | TearOff adjust : UE {-100 ~ 100)
Operation Mode : |Tear Off | - | Cutting Period : 15 (1~10)

Print Orientation : |Tuptu Bottom |v|

m dots ) inch omm o cm Speed : EE (0~ &)
PaperWidth: [s64 | dots Density : 1 (1-20
Paper Length : W dots HRI Size : 15 {1~4)
Left Margin : llji dots

Top Margin : ] dots
Save Close
5) You can set the printer and paper size.
6) Click “Check Health” to see if the printer operates properly.
[ LabelPrinter Check Health - Interactive @

Primt Fower State :  Online

[ ] cover Open [ ] Paper Empty
- Print Result-

ServiceDescription :  SLP-DX420 Printer UnifiedP 035 Compatible Servic

ServiceVersion : 1013000
DeviceDescription ; BEOLON SLP-DH420 Label Printer

DeviceMame ;. SLP-DA20

Close

o The Label Printer checks the status at the time of printing.
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4-6 Trace Setting

Java POS Driver

-

£y BIXOLON JavaPOS Configuration Utility

= .

File

Advanced |

A

Trace setting
Port Range setting

istered Device Listin jpos.xml

Device

Add CashDrawer

2 [ POSFrinter
[ srP-352pIusil

Remove Device [ srP-Fa1210
7 [ CashDrawer
Modify Device [ srPCDW
[ msr
Check Health
Exit

Device Description

Device Hame :

LDN:
Using Port :

Select the trace level in combo box and click “Save” button.

Ver. 4.17

-

Trace Properties

S

Save directory |h}:lll:|g

Save filename |jp|:|s.h:|g

Save Days 145
Save per Hours 15

Display Console | |

Save

| | Close

Please set the trace setting when it's necessary only. Otherwise
Hard Drive capacity will be lack of containing other files due to
the trace functions.

- 29 -



4-7 Port Range Setting

* ‘Port Range setting’ can be adjustable according to the Serial or Bluetooth
Communication setting option. So, adjust the port number if there’s no available port
in system.

Java POS Driver

-

£ BIXOLON JavaPQOS Configuration Utility

ESR =)

File

Advanced

Trace setting

Port Range setting

istered Device List in jpos xmi

Add CashDrawer

Remove Device

Modify Device

Check Health

Exit

Device

7 [ POSPrinter
[ sRrP-352pIusil
[ srP-Fa1210

7 [ CashDrawer

[y srRPCDW

[ Msr

Device Description

Device Hame :
LDHM :
Using Port :

Input the maximum COM port number for Serial or Bluetooth communication.

-

Port range setting

=2

Serial port range : bE

Save I | Close |

Ver. 4.17
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5. Sample Source

The content of the “Sample Source” folder is as follows.

- sampleimage.bmp: sample image

- *.java: java source file
5-1 POS Printer Samples

1) Print Normal Sample. java

2) Print Bitmap Sample. java

3) Print Barcode Sample. Java

4) Cut Paper Sample. java

5) ESC Sequence Sample. java

6) Check Health Sample. java

7) POS Printer Event Sampe. java

5-2 Cash Drawer Sample

1) Cash drawer Sample. java

5-3 Line Display Samples

1) Display Text Sample.java
2) Display Bitmap Sample.java

5-4 Label Printer Samples

1
2
3
4
5
6

Print Normal Sample.java
Print Bitmap Sample. java
Print Barcode Sample. Java
Cut Paper Sample. java
ESC Sequence Sample. java
Check Health Sample. java

~— N N e N N

Ver. 4.17

Print Normal function sample source
Print Bitmap function sample source
Print Barcode function sample source
Cut Paper function sample source

ESC Sequence sample source

Check Health function sample source
POS Printer-related event sample source

Open drawer function sample source

Display Text function sample source
Display Bitmap function sample source

Print Normal function sample source
Print Bitmap function sample source
Print Barcode function sample source
Cut Paper function sample source
ESC Sequence sample source

Check Health function sample source
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6. Precautions

The BIXOLON Java POS software package that is installed supports devices offered by
BIXOLON. Normal operation is not guaranteed when used with other devices.

Errors in operation may occur if installed with another Java POS Driver.

If an unknown issue occurs, either contact the dealer or submit an inquiry at the
website below for fast response.
www.bixolon.com

Ver. 4.17 -32 -
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Revision history

Rev. Date Description
4.00 2017-12-11 New
1. Updated supported OS
4.01 2018-08-21 2. Add new model
3. Add installation guide for Linux
4.02 2018-12-22 Add Line Display
4.03 2019-03-06 Add model SRP-Q200

1. Add Label Printer

4.04 2019-07-12 2. Add How to run the Comm installer

4.05 2019-10-24 Changing of the label printer model name
4.06 2019-11-21 Add model XD5-40t, XD5-43t, XM7-40
4.07 2020-03-10 Add model XM7-20

1. Updated supported OS
2. Add model SRP-B300, SRP-S320,
4.08 2020-09-16 SRP-S3000
3. Add precautions for registering models
according to CPL settings
1. Change the font in the manual
2. Add model SRP-S200

4.09 2021-03-18

4.10 2021-08-26 Add model XT3-40, XT3-43
4.11 2021-10-06 Add model SPP-C200

412 2021-12-06 Add model SPP-C300

413 2022-04-26 Add model XM7-30

414 2022-05-24 Add model SRP-330III, SRP-332III

Add model SRP-350V, SRP-352V, SRP-350plusV,
SRP-352plusV

4.16 2022-07-21 Add model SRP-380I1I, SRP-382I1

417 2023-03-22 Add model G30

415 2022-06-02
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